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TRACK FRAME INSTALLATION - CHECKLIST

Date Installed Plant No. Component: Make & Model: Component Serial No.: CEP JOB Number:

Client / Site: Machine Hours: Machine Serial: Other Reference:

Components Received: (Describe condition and appearance)

Approximate weights of different model track frames are listed below. Always reference manufacturer / OEM procedures to
identify specific weights for each model and manufacturer of equipment.

CAT D8T 4710 KG

CAT D9T 4364 KG

CAT D9R 5691 KG

CAT D10T 7282 KG

CAT D1AT 11364 KG

KOMATSU D375 SEE OEM REF
KOMATSU D475 SEE OEM REF

Checklist:
Yes No N/A New | Used | Recon | Action/Comment

Were all preparatory meetings relating to hazard assess-
ment, SOPs and SHEQ for the job completed?

Was a pre-job inspection of all equipment to be worked on
and tools to be used completed?

Clean the pivot shaft, threaded holes, and mounting pivot
shaft seal surface and lubricate all.

SIGNATURES )

Artisan Name: Client / Supervisor Name:

Signature: Signature:
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TRACK FRAME INSTALLATION - CHECKLIST

Checklist:
Yes No N/A New Used | Recon | Action/Comment
Inspect the mounting “O” ring on the track frame mounting
plate. Clean the track frame hard-bar mounting pin bores
and bolt holes. Lubricate the “O” ring.
Where all bogie strap/suspension straps installed to
secure suspension to track frame.
Is documentation available noting pivot shaft is within
reusability?
All pivot shaft seal, holders, spacers, retainers, plates,
bolts, etc replace with new parts.
All Torque to specs as per the OEM adhered to
Was the reservoir topped up as needed.
Ensure replace each vent plug once the oil is oozing out.
The last vents should be those on the ends of the shaft.
Top up the reservoir.
Where trunnion ball and caps replaced with new parts
Ensure trunnion ball and caps torque to specs.
Install spacers and the trunnion cap; remove spacers if
needed to obtain proper spacing ensured.
Equaliser bar replaced or reconditions with new parts
Equaliser bar correct specification for Track frames
installed
Equaliser bar fitted to tack frame with new pins
Manufacturer’s / OEM Procedures (EG: CAT Service
Manual) not included in the above were adhered to.
New Track Group Installed
SIGNATURES )
Artisan Name: Client / Supervisor Name:
Signature: Signature:
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YOUR #1SOURCE FOR AFFORDABLE
GPM (Genuine Parts Manufacturer) Parts and Surplus Parts.
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